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芯 洲 科 技  
Silicon Content Technology 

 

4.5V-60V Vin, 3.5A, High Efficiency Step-down DCDC Converter with 
Programmable Frequency  

FEATURES 
 Qualified for Automotive Applications 

 AEC-Q100 Qualified with the Following Results: 
- Device Temperature Grade 1: -40°C to 125°C 

  Ambient Operating Temperature Range 
- Device HBM ESD Classification Level H2 
- Device CDM ESD Classification Level C3B 

 Wide Input Range: 4.5V-60V   

 Up to 3.5A Continuous Output Current 

 0.8V ±1% Feedback Reference Voltage 

 Integrated 80mΩ High-Side MOSFET 

 Low Quiescent Current: 175uA 

 Pulse Skipping Mode (PSM) in light load 

 130ns Minimum On-time 

 4ms Internal Soft-start Time  

 Adjustable Frequency 100KHz to 1.2MHz  

 External Clock Synchronization 

 Precision Enable Threshold for Programmable 
Input Voltage Under-Voltage Lock Out Protection 
(UVLO) Threshold and Hysteresis 

 Low Dropout Mode Operation 

 Derivable Inverting Voltage Regulator 

 Over-voltage and Over-Temperature Protection 

 Available in an ESOP-8 Package 

APPLICATIONS 
 12-V, 24-V, 48-V Industry and Telecom Power 

System 

 Industrial Automation and Motor Control 

 Vehicle Accessories 

DESCRIPTION 
The SCT2630AQ is 3.
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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 1.0: Production 

 

DEVICE ORDER INFORMATION  

PART NUMBER  PACKAGE MARKING PACKAGE DISCRIPTION 

SCT2630AQSTE 630AQ ESOP-8 

1) For Tape & Reel, Add Suffix R (e.g. SCT2630AQSTER) 

ABSOLUTE MAXIMUM RATINGS 
Over operating free-air temperature unless otherwise noted(1) 

PIN CONFIGURATION 
 

DESCRIPTION MIN MAX UNIT 
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GND 7 Ground 

SW 8 Regulator switching output. Connect SW to an external power inductor 

Thermal 
Pad 

9 
Heat dissipation path of die. Electrically connection to GND pin. Must be connected to 
ground plane on PCB for proper operation and optimized thermal performance.  

RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 4.5 60 V 

VOUT Output voltage range 0.8 57 V 

TJ Operating junction temperature -40 150 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 

VESD 

Human Body Model(HBM), per ANSI-JEDEC
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

ICOMP_SNK EA maximum sink current VFB=VREF+100mV, VCOMP=1V  30  μA 

VCOMP_H COMP high clamp   2.25  V 

VCOMP_L COMP low clamp   0.47  V 

Current Limit and Over Current Protection 

ILIM_HS 
High-side power MOSFET peak 
current limit threshold 

 4.7 5.5 6.3 A 

Enable and Soft Startup 

VEN_H Enable high threshold
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TYPICAL CHARACTERISTICS 
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FUNCTIONAL BLOCK DIAGRAM 

 
Figure 8. Functional Block Diagram 
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OPERATION 

Overview 

The SCT2630AQ is a 4.5V-60V input, 3.5A output, buck converter with integrated 80mΩ Rdson high-side power 
MOSFET. It implements constant frequency peak current mode control to regulate output voltage, providing 
excellent line and load transient response and simplifying the external loop compensation design.  

The switching frequency is programmable from
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𝑅1 =
𝑉𝑟𝑖𝑠𝑒 ∗ 0.875 − 𝑉𝑓𝑎𝑙𝑙

3.125𝑢𝐴
 (1) 

 

𝑅2 =
𝑅1 × 1.05

𝑉𝑓𝑎𝑙𝑙 − 1.05 + 𝑅1 ∗ 4𝑢𝐴
 (2) 

where  

 Vrise is rising threshold of Vin UVLO 

 Vfall is falling threshold of Vin UVLO 

1.2V
/1.05V

+

3uA1uA

VIN

R1

R2

EN

 
 

Figure 9. System UVLO by enable divide 

Output Voltage 

The SCT2630AQ regulates the internal reference voltage at 0.8V with 1% tolerance over the operating temperature 
and voltage range. The output voltage is set by a resistor divider from the output node to the FB pin. It is 
recommended to use 1% tolerance or better resistors. Use Equation 3 to calculate resistance of resistor dividers. 
To improve efficiency at light loads, larger value resistors are recommended. However, if the values are too high, 
the regulator will be more susceptible to noise affecting output voltage accuracy. 

𝑅𝐹𝐵_𝑇𝑂𝑃 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅𝐹𝐵_𝐵𝑂𝑇 (3) 

where  

 RFB_TOP is the resistor connecting the output to the FB pin. 

 RFB_BOT is the resistor connecting the FB pin to the ground. 

Internal Soft-Start 

The SCT2630AQ integrates an internal soft-start circuit that ramps the reference voltage from zero volts to 0.8V 
reference voltage in 4ms. If the EN pin is pulled below 1.05V, switching stops and the internal soft-start resets. 
The soft-start also resets during shutdown due to thermal overloading. 

Switching Frequency and Clock Synchronization 

The switching frequency of the SCT2630AQ is set by placing a resistor between RT/CLK pin and the ground, or 
synchronizing to an external clock.  

In resistor setting frequency mode, a resistor placed between RT/CLK pin to the ground sets the switching frequency 
over a wide range from 100KHz to 1.2MHz. The RT/CLK pin voltage is typical 0.5V. RT/CLK pin is not allowed to 
be left floating or shorted to the ground. Use Equation 4 or the plot in Figure 10. to determine the resistance for a 
switching frequency needed.  

 

𝑅𝑇(𝐾𝛺) =
100000

𝑓𝑠𝑤(𝐾𝐻𝑧)
(4
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In applications where both resistor setting frequency mode and clock synchronization mode are needed, the device 
can be configured as shown in Figure 10. Before an external clock is present, the device works in resistor setting 
frequency mode. When an external clock presents, the device automatically transitions from 
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R5 and R6 in typical application schematic. 
Recommended R6 resistance is 10.2KΩ. Use equation 
6 to calculate R5. 

 

𝑅5 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅6 (6) 

where: 

 VREF is the feedback reference voltage, typical 
0.8V 

 

Table 1. R5, R6Value for Common Output Voltage 

(Room Temperature) 

VOUT R5 R6 

2.5   V 21.5 KΩ 10.2 KΩ 

3.3   V 31.6 KΩ 10.2 KΩ 

5   V 53.6 KΩ 10.2 KΩ 

12 V 143 KΩ 10.2 KΩ 

24V 294 KΩ 10.2 KΩ 

36V 442 KΩ 10.2 KΩ 

48V 604 KΩ 10.2 KΩ 
 

Switching Frequency 

Higher switching frequencies support smaller profiles of output inductors and output capacitors, resulting in lower 
voltage and current ripples. However, the higher switching frequency causes extra switching loss, which 
downgrades converter’s overall power efficiency and thermal performance. The 130ns minimum on-time limitation 
also restricts the selection of higher switching frequency. In this design, a moderate switching frequency of 500 kHz 
is selected to achieve both small solution size and high efficiency operation. 
 
The resistor connected from RT/CLK to GND sets 
switching frequency of the converter. The resistor value 
required for a desired frequency can be calculated using 
equation 7, or determined from Figure 7.  

𝑅3(KΩ) = 
100000

fsw (KHz )
                                       (7) 

where: 

 fSW is the desired switching frequency 

Table 2. RFSW Value for Common Switching Frequencies 

(Room Temperature) 

Fsw R3 (RFSW) 

200 KHz 500 KΩ 

330 KHz 301 KΩ 

500 KHz 200 KΩ 

1100 KHz 90.9 KΩ 
 

Under Voltage Lock-Out 

An external voltage divider network of R1 from the input to EN pin and R2 from EN pin to the ground can set the 
input voltage’s Under Voltage Lock-Out (UVLO) threshold. The UVLO has two thresholds, one for power up when 
the input voltage is rising and the other for power down or brown outs when the input voltage is falling. For the 
example design, the supply should turn on and start switching once the input voltage increases above 5.73V (start 
or enable). After the regulator starts switching, it should continue to do so until the input voltage falls below 4.045 V 
(stop or disable). Use Equation 8 and Equation 9 to calculate the values 309 kΩ and 76.8 kΩ of R1 and R2 resistors. 

𝑅1 =
𝑉𝑟𝑖𝑠𝑒 ∗ 0.875 − 𝑉𝑓𝑎𝑙𝑙

3.125𝑢𝐴
  (8) 

 

𝑅2 =
𝑅1 × 1.05

𝑉𝑓𝑎𝑙𝑙 − 1.05 + 𝑅1 ∗ 4𝑢𝐴
 (9) 
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Inductor Selection 

There are several factors should be considered in selecting inductor such as inductance, saturation current, the 
RMS current and DC resistance(DCR). Larger inductance results in less inductor current ripple and therefore leads 
to lower output voltage ripple. However, the larger value inductor always corresponds to a bigger physical size, 
higher series resistance, and lower saturation current.  A good rule for determining the inductance to use is to allow 
the inductor peak-to-peak ripple current to be approximately 20%~40% of the maximum output current. 

The peak-to-peak ripple current in the inductor ILPP can be calculated as in Equation 10. 

𝐼𝐿𝑃𝑃 =
𝑉𝑂𝑈𝑇 ∗ (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇)

𝑉𝐼𝑁 ∗ 𝐿 ∗ 𝑓𝑆𝑊

 (10) 

 
Where 

 ILPP is the inductor peak-to-peak current  

 L is the inductance of inductor 

 fSW is the switching frequency 

 VOUT is the output voltage 

 VIN is the input voltage 

Since the inductor-current ripple increases with the input voltage, so the maximum input voltage in application is 
always used to calculate the minimum inductance required. Use Equation 11 to calculate the inductance value. 

𝐿𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇

𝑓𝑆𝑊 ∗ 𝐿𝐼𝑅 ∗ 𝐼𝑂𝑈𝑇(𝑚𝑎𝑥)

∗ (1 −
𝑉𝑂𝑈𝑇

𝑉𝐼𝑁(𝑚𝑎𝑥)

) (11) 

 
Where 

 LMIN is the minimum inductance required 

 fsw is the switching frequency 

 VOUT is the output voltage 

 VIN(max) is the maximum input voltage 

 IOUT(max) is the maximum DC load current 

 LIR is coefficient of ILPP to IOUT 

The total current flowing through the inductor is the inductor ripple current plus the output current. When selecting 
an inductor, choose its rated current especially the saturation current larger than its peak operation current and 
RMS current also not be exceeded. Therefore, the peak switching current of inductor, ILPEAK and ILRMS can be 
calculated as in equation 12 and equation 13. 

𝐼𝐿𝑃𝐸𝐴𝐾 = 𝐼𝑂𝑈𝑇 +
𝐼𝐿𝑃𝑃

2
 (12) 

𝐼𝐿𝑅𝑀𝑆 = √(𝐼𝑂𝑈𝑇)2 +
1

12
∗ (𝐼𝐿𝑃𝑃)2 (13) 

 
Where 

 ILPEAK is the inductor peak current 

 IOUT is the DC load current 

 ILPP is the inductor peak-to-peak current  

 ILRMS is the inductor RMS current  

In overloading or load transient conditions, the inductor peak current can increase up to the switch current limit of 
the device which is typically 5.5A. The most conservative approach is to choose an inductor with a saturation current 
rating greater than 5.5A. Because of the maximum ILPEAK limited by device, the maximum output current that the 
SCT2630AQ can deliver also depends on the inductor current ripple. Thus, the maximum desired output current 
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also affects the selection of inductance. The smaller inductor results in larger inductor current ripple leading to a 
lower maximum output current. 

Diode Selection 

The SCT2630AQ 
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The DC voltage gain of the loop is given by equation 20. 

𝐴𝑉𝐷𝐶 = 𝐴𝐸𝐴 ∗ 𝐺𝐼𝑆𝑁𝑆 ∗
𝑉𝐹𝐵

𝐼𝑂𝑈𝑇

http://www.silicontent.com/


SCT2630AQ 

 

For more information www.silicontent.com    © 2023  Silicon Content Technology Co., Ltd.   All Rights Reserved        17     

Product Folder Links:  SCT2630AQ  

http://www.silicontent.com/


SCT2630AQ 

 

       18     For more information www.silicontent.com    © 2023  Silicon Content Technology Co., Ltd.   All Rights Reserved  

Product Folder Links:  SCT2630AQ 

Inverting Power application 

The SCT2630AQ can be used to convert a positive input voltage to a negative output voltage. Typical applications 
are amplifiers requiring a negative power supply. 
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Figure 

12. 

SCT2630AQ Inverting Power Supply 
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Application Waveforms 

Vin=24V, Vout=3.3V, unless otherwise noted 

 
Figure 13. Power up(Iload=3.5A) 

 
Figure 14. Power down(Iload=3.5A) 

 
Figure 15.EN toggle (Iload=3.5A) 

 
Figure 16. EN toggle (Iload=20mA) 

 

 
Figure 17. Over Current Protection(1A to hard short) 

 

Figure 18. 
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Application Waveforms(continued) 

Vin=24V, Vout=3.3V, unless otherwise noted 

 
Figure 19. Load Transient (0.35A-3.15A, 1.6A/us) 

 
Figure 20. Load Transient (0.875A-2.625A, 1.6A/us) 

 
Figure 21. Output Ripple (Iload=0A) 

 
Figure 22. Output Ripple (Iload=100mA) 

 
 

Figure 23. Output Ripple (Iload=3.5A) 

 

Figure 24. Thermal, 24VIN, 3.3Vout, 3A 
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TAPE AND REEL INFORMATION 
 

Orderable Device Package Type Pins SPQ 

SCT2630AQSTER ESOP 8 4000 
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